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Technical Parameter Unit BST2000

Model BST2000
Weight

Operating weight kg 1985

Static line load N/cm | 110/105
Dimension

Working width mm 1050

Length (protective frame dumping / | mm 2315/2255
erecting)

Height (protective frame dumping / | mm 1770/2445
erecting)

Outside turning radius ( Inside / | mm 2955/4005
outside)

Steel wheel width mm 900

Steel wheel diameter mm 630

Tread mm 1565

Drive

Engine brand YANMAR
Engine model 3TNV76-CSA
Engine type Four stroke water-cooled diesel engine
Cylinder number 3

Output power kw 18.6

Speed rpm 3200
Electrical equipment Vv 12

Driving mode Variable displacement piston pump ,Continuously

variable transmission , Two wheel drive motors in

parallel / series

Walking characteristics

Speed. infinitely variable speeds Km/h | 0-8
Theoretical climbing ability % 30/35
(vibration on / off)

Braking

Service brake Variable displacement piston pump
Steering

Steering mode Hydraulic cylinder , Articulated steering
Steering system Swing Hinged

Excitation system

Vibrating steel wheel Front Front+Rear
Driving form Hydraulic motor

Vibration frequency Hz 65

Vibration amplitude mm 0.5

Exciting force kn 25 2%30
Sprinkler system

Form Intermittent pressure water spray
Capacity

Hydraulic oil capacity L 45

Fuel capacity L 36

Water capacity L 140
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Technical Parameter Unit BST2600

Model BST2600
Weight

Operating weight kg 2450
Static line load N/cm | 106/94
Dimension

Working width mm 1355

Length (protective frame dumping / | mm 2480/2400
erecting)

Height (protective frame dumping / | mm 1955/2630

erecting)

Outside turning radius ( Inside / | mm 2405/3760

outside)

Steel wheel width mm 1200

Steel wheel diameter mm 630

Tread mm 1650

Drive

Engine brand Changchai

Engine model ZN3908B

Engine type Diesel in-line water cooling four stroke
Cylinder number 3

Output power kw 28.5

Speed rpm 2600

Electrical equipment Vv 12

Driving mode Variable displacement piston pump,Continuously

variable transmission,Two wheel drive motors in

parallel

Walking characteristics

Speed. infinitely variable speeds Km/h | 0-10
Theoretical climbing ability % 30/35
(vibration on / off)

Braking

Service brake Variable displacement piston pump
Steering

Steering mode Hydraulic cylinder, Articulated steering
Steering system Swing Hinged

Excitation system

Vibrating steel wheel Front Front+Rear
Driving form Hydraulic motor

Vibration frequency Hz 65

Vibration amplitude mm 0.5

Exciting force kn 25 2*35
Sprinkler system

Form Intermittent pressure water spray
Capacity

Hydraulic oil capacity L 46

Fuel capacity L 42

Water capacity L 140
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Technical parameters Unit SVH14
Model SVH14
Weight
Operating weight kg 330
Static line load N/cm | 45
Dimension
Width mm 780
Length mm 1600
Height mm 1060
Packing dimensions mm 1050*850*1200
Steel wheel width mm 600
Steel wheel diameter mm 426
Start-up mm Backhand pull/Electric start
Drive
Engine brand HONDA Changchai/Changfa
Engine model GX160 CF170
Engine type Gasoline single cylinder | Diesel single cylinder
vertical four stroke vertical four stroke
overhead valve air-cooled
direct injection
Cylinder number 1 1
Output power kw 4.1 4.1
Speed rom 3600 3600
Braking
Walking mode Bidirectional hydraulic Chain drive
Excitation system
Vibrating steel wheel Single steel wheel
Vibration frequency Hz 70
Vibration amplitude mm 0.6
Exciting force kn 15
Sprinkler system
Form Gravity drench
Capacity
Fuel capacity L 3.6 1.9
Lubricating oil capacity L 0.6 0.75
Hydraulic oil capacity L 15 10
Water tank capacity L 22
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Technical parameters Unit SVH50

Model SVH50 SVH50C SVH50CS

Weight

Operating weight kg 540 540 570

Static line load N/cm | 45

Dimension

Width mm 780

Length mm 2480

Height mm 1820

Packing dimensions mm 1600*850*1900

Steel wheel width mm 600

Steel wheel diameter mm 426

Start-up mm Backhand pull/Electric start

Ixz)

Engine brand HONDA Changfa/Changchai | Changfa/Changchai

Engine model GX390 CF178 R180

Engine type Gasoline Diesel Diesel
single single cylinder single cylinder
cylinder vertical four | horizontal
vertical four | stroke direct | four stroke
stroke injection evaporation water
overhead cooling
valve

Cylinder number 1 1 1

Output power kw 6.7 4.4 5.7

Speed rpm 3600 3600 2600

Braking

Walking mode Bidirectional hydraulic Chain drive

Excitation system

Vibrating steel wheel Front+Rear

Vibration frequency Hz 70

Vibration amplitude mm 0.6

Exciting force kn 20

Sprinkler system

Form Gravity Gravity drench | -
drench

Capacity

Fuel capacity L 5.9 2.7 6.5

Lubricating oil capacity L 1.1 1.1

Hydraulic oil capacity L 18

Water tank capacity L 20 20 | e
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Model SVH70C SVH70

Weight

Operating weight kg 780

Static line load N/cm | 55

Dimension

Working width mm 875

Length (protective | mm 1550

frame dumping /

erecting)

Height (protective | mm 1210

frame dumping /

erecting)

Outside  turning | mm 2300

radius

Steel wheel width | mm | 700 Fi 500 )5

Steel wheel | mm | 530 i 425 J5

diameter

Tread mm 1110

Drive

Engine brand HONDA ChangfaChangchai | ChangfaChangchai | Longxin

Engine model GX390 180F 178F 390FD

Engine type Gasoline | Single cylinder | Single cylinder | Single
single vertical air-cooled | vertical air-cooled | cylinder
cylinder four stroke diesel | four stroke diesel | horizontal
vertical engine engine water-cooled
four four stroke
stroke overhead
overhead valve
valve

Cylinder number 1 1 1 1

Output power kw 9.7 4.8 4.4 9.7

Speed rom | 3600 3600 3600 2400

Electrical Vv 12

equipment

Driving mode

Bidirectional hydraulic, Chain drive

Walking characteristics

Speed Km/h | 0-5
Theoretical % 30
climbing ability

Braking

Service brake

Variable displacement piston pump




Steering

Steering mode

Mechanical steering

Steering system

Rear wheel steering

Excitation system

Vibrating steel Front

wheel

Driving form Mechanical drive Electromagnetic clutch
Vibration Hz 70

frequency

Vibration mm 0.5

amplitude

Exciting force kn 25

Sprinkler system

Form Gravity drenching

Capacity

Hydraulic oil | L 12

capacity

Fuel capacity L 6:5 35 2.7 6.5
Water capacity L 18

Equipped with famous brand power, guaranteed quality and superior performance

Overall spray molding, wide vision, beautiful and generous

Small operation radius, can work in a narrow area

Domestic famous hydraulic pump, motor, high quality and high stability

The handrail adopts a flat gear adjusting mechanism, which can be used by people of different

heights

The transmission adopts Japanese FYH precision bearing to ensure the working performance of

the whole machine




